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 BT600 Butterfly Valve 

SCORE BT600 
 Light Duty Damper Type Butterfly Valve 

 Application 
SCORE BT600

 
 

SCORE the type BT600 light duty type butterfly valve, the valve body and disc are made of welding steel 
plates. This allows light and simple construction with low cost. Typical applications are flow/pressure controls 
of low-pressure air and other gas. High temperature fluid at low pressure can also be accommodated 
inexpensively and easily. 
The disc of BT600 is damper type with leakage, so it’s not suitable for tight-shut. 

 Features 
 

 
 

. 
 650

 
 NACE0175-2003  
 Saint-Gobain GF TFE Pillar Garlock EVSP9000

Live-loading API-622  

 
BT600 ASR  

BT600 With ASR Pneumatic Piston Actuator 

 
www.scorefluid.com  
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BT600  Engineering Date of SCORE BT600 
 End Connection Sizes 3”~160” (DN80~DN4000) 

 Valve Body Ratings GB/T9113-2010 & HG20592-2009 PN0.25, PN0.6MPa 

 End Connection Styles  Flanged type 

 Design Standards ANSI B16.34-2009, ASME SEC -2-2013, GB/T9113-2010, HG20592-2009 

 Trim Form  Concentric Type 

 Disc Form 
 Damper Type 

 Back Seat Type 

 Characteristics  Approximate EQ% 

R Rangeability 70 /50:1, 90 /100:1 70 Opening/50:1, 90 Opening/100:1 

 Bonnet Styles 
3”~22”  Inner Bearing Type -45~+230  

3”~160”  Outer Bearing Type -45~+650  

 Bonnet Packing 

V  

 

 

Reinforced Teflon V-ring 

Telon Fiber 

Graphite 

-45~+230  

-45~+230  

-45~+650  

 Paint 

 

Gorgeous blue RAL5018 (polyurethanes group) and other expoxy finishes is 

available. NO painting is standard for stainless steel body. 

 
 

Disc Form & Seat Leakage 
 

Inch 
Valve Size 

(mm) 
Cv % Cv 90°  

Seat Leakage Cv % Below (Cv at 90° Disc Opening) 
3 (80) 5.0% 0.5% 
4~10 (100~250) 3.5% 0.4% 
12~18 (300~450) 3.0% 0.3% 
20~30 (500~750) 2.0% 0.2% 
32~160 (800~4000) 1.5% 0.1% 

 
Disc Form 

Damper Type 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Back Seat Type 
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BT600  Body Assembly Construction 
3”~22”  

Bonnet Styles: Inner Bearing Type (Valve Size 3”~22”) 

3”~160”  
Bonnet Styles: Outer Bearing Type (Valve Size 3”~160”) 
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36” (DN900)  Body Size 36” and Under 

 
Disc Form 

 
Bonnet Styles 

 
(Operating Temp.) 

Material 

 
Body 

 
Body Flange 

 
Disc 

 
Shaft 

 
Back Seat 

 
Bearing 

 
Damper Type 

 
Inner Bearing Type 

-45~+230 *1 

Q235B Q235B 
Q235B 

A276-304 

 

A276-440C/HT 
A240-304 

A240-304 

Q235B 
A240-304 A276-304 

A276-316/HCR 
 

A240-304 
Q235B 

A240-316 A276-316 
A240-304 

A240-316 A240-316 A240-316 A276-316 

 
Out Bearing Type 

-45~+400  

Q235B Q235B 
Q235B 

A276-304 

 
 

Out Bearing 

A240-304 

A240-304 

Q235B 
A240-304 A276-304 

A240-304 
Q235B 

A240-316 A276-316 
A240-304 

A240-316 A240-316 A240-316 A276-316 
 

Out Bearing Type 
-45~+650 *2 

A240-304 A240-304 
A240-304 A276-304 
A240-316 A276-316 

A240-316 A240-316 A240-316 A276-316 

 
Back Seat Type 

 
Inner Bearing Type 

-45~+230 *1 

Q235B Q235B 
Q235B 

A276-304 Q235B A276-440C/HT 
A240-304 

A240-304 

Q235B 
A240-304 A276-304 

A240-304 
A276-316/HCR 

A240-304 
Q235B 

A240-316 A276-316 
A240-304 

A240-316 A240-316 A240-316 A276-316 A240-316 
 

Out Bearing Type 
-45~+650  

A240-304 A240-304 
A240-304 A276-304 

A240-304  
Out Bearing 
 

A240-316 A276-316 
A240-316 A240-316 A240-316 A276-316 A240-316 

40” (DN1000)  Body Size 40” and Over 

 
Disc Form 

 
Bonnet Styles 

 
(Operating Temp.) 

 Material 

 
Body 

 
Body Flange 

 
Disc 

 
Shaft 

 
Back Seat 

 
Bearing 

 
Damper Type 

 
Out Bearing Type 

-45~+400  

Q235B Q235B 
Q235B 

A564-630/PH 

 

 
Out Bearing 

A240-304 

A240-304 

Q235B 
A240-304 

A240-304 
Q235B 

A240-316 
A240-304 

A240-316 A240-316 A240-316 A276-316 
 

Out Bearing Type 
-45~+650 *2 

A240-304 
A240-304 A240-304 A276-304 
A240-304 A240-316 A276-316 

A240-316 A240-316 A240-316 A276-316 

 
Back Seat Type 

 
Out Bearing Type 

-45~+400  

Q235B Q235B 
Q235B 

A564-630/PH 

Q235B 
A240-304 

A240-304 

Q235B 
A240-304 

A240-304 
A240-304 
Q235B 

A240-316 
A240-304 

A240-316 A240-316 A240-316 A276-316 A240-316 
 

Out Bearing Type 
-45~+650  

A240-304 A240-304 
A240-304 A276-304 

A240-304 
A240-316 A276-316 

A240-316 A240-316 A240-316 A276-316 A240-316 

BT600  Material Combinations: 
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 1 22”  
 2 400  
 Note 1) Max. valve size of inner bearing type is 22”. 
 Note 2) When temperature over 400 , special design is needed and seat leakage of damper type is 

increased. 
Note  

PH:  Precipitation Hardening HCR:  Hard Chrome plated 
HT:  Heat Treatment   

    

BT600 Cv  BT600 Rated Cv Values 
 

Valve Size 
 Valve Reated Open 

70  90  

Inch mm  
Damper Type 

 
Back Seat Type 

 
Damper Type 

 
Back Seat Type 

3 80 230  320  
4 100 390  560  
5 125 605 410 900 585 
6 150 860 600 1,280 845 
8 200 1,510 1,050 2,300 1,500 

10 250 2,440 1,800 3,500 2,550 
12 300 3,490 2,700 5,200 3,900 
14 350 4,650 3,780 6,800 5,500 
16 400 6,160 5,000 9,000 7,400 
18 450 7,560 6,300 11,000 9,100 
20 500 9,300 7,800 14,000 11,500 
22 550 11,600 9,760 17,500 14,000 
24 600 14,000 11,650 20,500 17,000 
26 650 16,300 14,000 24,000 20,500 
28 700 19,600 16,200 28,000 23,900 
30 750 22,000 18,800 32,000 27,800 
32 800 25,000 21,200 36,400 31,900 
34 850 27,900 23,600 41,000 36,000 
36 900 31,400 27,200 46,000 41,000 
40 1000 39,500 29,800 57,000 49,000 
44 1100 47,700 41,900 68,000 61,000 
48 1200 54,700 50,800 81,000 73,000 
52 1300 64,000 59,900 95,000 85,600 
54 1350 69,900 64,300 103,500 92,300 
60 1500 82,300 78,900 125,000 115,000 
64 1600 94,300 88,300 145,000 130,000 
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Wuxi SCORE Automatic Control Equipment Co., Ltd. 

333 28#401 
Rm401, Bld 28, China Industry Expro Park Headquarters,  
No. 333 Jincheng East Rd, Wuxi, Jiangsu 214111, P.R. China 
Tel: 0510-88232861/62/63;  Fax: 0510-88232860 
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